CERKA INDUSTRIES- 5/8 WIRE

Torsion Cylind Close Wound O0il Tempered

Wire Dia (in) 0.6250|Mean Dia (in) 2.0500

Rate (#-in/deq) 61.1758{ Inside Dia (in) 1.4250

Spring Index C 3.2800]|0Outside Dia (in) 2.6750

Nat Freqg (Hz) 127.2759{Min I.D. (in) 1.3463
Body Length (in) 6.2500
Max Bdy Len (in) 6.4844
Free Point 1

Moment Arms (in) 3.7500 -

Force at Arm (1bs) - + 793.1426

Moment (#-in) 2974 .284

Angle (deg) - 180.0000 + 228.6187

Deflection (deg) 48.6187

UNK Stress (psi) - - 124092

UNK Stress % of MTS 75.0

~+RMAL MANDFACTURING TOLERANCES:
Coil Diameter: Comsult your springmaker.

NOTES :

May take a set at operating load.

-

Round
Active Coils 9.3882
Total Coils 9.0000
Active Legs (in) 7.5000
243l Feed (in) 15.0000
Devel Lngth (in) 72.9624
Weight (1bs) 6.3572
Point 2

1
1

1800

8258.733
315.0000
135.0000
344567
208.3

(All other dimensions ref. only)
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